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COMPUSTOCXIS AREGISTERED JEDEC MEMBER

CSXO0O-CEC3-1600-4GB-KIT

{Manufacturer P/N: 10014327)

2% 2048MB 256M x 64bit DDR3-1600MHz CL7 240pin unbuffured DIMM

This Document describes the Compustocx Original (CSXO) 256M x 64bit (2048MB) CL7 unbuffured
DDR3 SDRAM 240pin DIMM module. The components on the module include 16 128M x 8-bit

(16M x 8-bit x8 bank), 1600MHz, CL7 DDR3 components in FBGA packages mounted on an 8-layer PCB.
This Module is equipped with the CSX CEC Heat Sink to prevent overheating through better

heat dissipation and supports up to 1.8V.

Technical Data

(SPD programmed at JEDEC standard values for DDR3 1333MH2Z)

DRAM Technology:

Size [MB]:

Speed [MHZz]:

Bandwidth [Gb/s]:

Module Data Width [bit]:
Chip Organisation:

Power Supply [V]:

Timings:

Component Density [Mbit]:
Operating Temperature [°C]:

Overclocker Settings

Speed [MHZz]:
Bandwidth [Gb/s]:
Power Supply [V]:
Timings:

DDR3

2048 per Module

1333

10.6 (single), 21.2 (dual)
64 [non ECC]
128Mx8

1.5 +/-0.25
9-9-9-24
1024

up to 85

1600MHz

12.8 (single), 25.6 (dual)
1.85 +/- 0.025

7-8-8-14

The CSX-CEC series are high performance RAM modules

Die Speicher der CSX-CECSerie sind speziell fiir Gamer PCs

especially designed for gamer's PCs. For installation please

follow below important instructions:
1. Turn off the computer, monitor, and all accessories.
2. Leave the computer power cord plugged in.

3. Be always sure to be grounded before touching
any of the internal computer parts.

4. Select an empty socket for DDR3 Memory Modules.

5. Make sure the white retention levers {on both
ends of the socket) are pressed outwards, so the
module can be easily inserted.

6. Insert the module into the socket. The notch in
the bottom of the module will correspond with a key
in the socket.

7. Press down firmly on the top of the module, but
be careful, too much pressure could damage the
mainboard. The white retention levers should then
be snapped back.

entworfen worden. Bitte beachten Sie beim Einbau die folgenden
wichtigen Regeln:

1. Schalten Sie Computer, Monitor und alles Zubehor aus.
2. Lassen Sie das Computerstromkabel eingesteckt.

3. Versichern Sie sich, dass Sie geerdet sind, bevor Sie
Teile des Computers beriihren.

4. Wiahlen Sie einen leeren DIMM Steckplatz fiir DDR3 Memory Module.

5. Sorgen Sie dafiir, dass die Arretierungshebel an den
beiden Enden des Steckplatzes gedffnet sind, damit
das Modul einfach eingesetzt werden kann.

6. Setzen Sie das Modul in den Steckplatz ein, die Nut in
der Pinleiste des Moduls muss mit dem entsprechenden
Gegenstiick im Steckplatz iibereinstimmen.

7. Driicken Sie das Modul fest in den Steckplatz, bis die
Arretierungshebel von alleine einrasten. Achten Sie jedoch
darauf, nicht zu viel Druck auszuiiben, das Mainboard
kénnte sonst beschadigt werden.
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